
MATÉRIEL DEMANDÉ : Pioneer DJM 900 (Xone 92 acceptée) / Minimum de 5 prises disponibles / 2 retours sur 
caissons amovibles (avec contrôle du volume booth sur la table)

MATÉRIEL APPORTÉ : Macbook pro + alim / Hub alimenté / Carte son traktor audio 10 
                                    (4 sorties stéréos en RCA ) + alim / MPD 226 / LPD 8 / UCC 33 / 3 Câbles USB type B 
                                    + 1 mini USB + 1 Micro USB 3.0 / 3 câbles RCA mâle/mâle   

FONCTIONNEMENT DU SON : 3 sorties RCA branchées + CDJ sur la DJM / Sortie XLR de la DJM vers la consôle régie.
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Contact :
Julien (Blutch)
+33 672 527 330

PROMOTER PROVIDE : Pioneer DJM 900 (Xone 92 accepted) / 5 electric EURO Plugs / 2 High 
Quality Stereo Returns (controlled by the mixer)

PROVIDE BY THE ARTIST : Macbook pro + power supply / Powered hub / Traktor Audio 10 
soundcard (4 stereo outputs in RCA) + power supply / MPD 226 / LPD 8 / UCC 33/3 USB type B 
cables + 1 mini USB + 1 Micro USB 3.0 / 3 RCA male / male cables

SOUND OPERATION : 3 RCA outputs connected + CDJ on the DJM / XLR output from the DJM 
to the control console.
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1kw type 614 
cutout against



REQUESTED MATERIAL :

LIGHT

●    1 - Atomic 3000 stroboscope on the ground against providing fly case for
      raise ATOMIC height approx 80cm / 100cm
●    2 per RGBW LED + ZOOM on feet 150 cm - 180 cm high -
      courtyard side - garden side
●   1 cutout 1kw type 614 against approx. 4m from the stage nose
●   2 AF1 fans (minimum) on the ground in front of the stage
●   1 DMX Control Board link for patch ventilation and lights
     (8 Dimmable lines on the tray)

VIDEO
 
●     1 Full HD minimum 6K video projector
●     1 screen 4X3 (minimum) facing
●     1 VP video link > Control room (HDMI)

SCREEN

●   Tulle of 3.5 x 6 m on the stage coats - attention height of
     3.5m therefore provide a sub-pole according to the height of your hook
●   Pole lacing eyelet system

PROVIDE ROOM FOR :

●      Laptop PC
●      Check AKAI LPD8
●      Controlling DMX Stairville DMX-Master MK II
●      Native instrument komplete audio 6 sound card

RÉGIE <> STAGE LINKS

●      DMX
●      Master Audio
●      MIDI
●      HDMI

EQUIPMENT PROVIDED :


