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Stage
Ideal proscenium stage: 9m x 8m
Height: 4m
Floor: black linoleum for dance

Lights (possible adaptation depending on context)
19 circuits with 2 on the floor left/right stage
16 PC 1 kW16 PC 1 kW
1 cut light 1 kW
8 PAR 16 (provided by K. Danse)

Sound
Projection
2HP + Sub + 1 back (if stereo in the house)
1 stereo input front-stage

VVidéo – Computer system
Video projector 4000 lumens minimum / f (0,5:1)
(K. Danse can bring it if not available on location)
Body sensors (provided by K. Danse)
Kinect V2 camera (provided by K. Danse)
2 portable computers (provided by K. Danse)
1 video monitor vidéo 25 inches HDMI
HDMI cables (provided by K. Danse except 1 cable to cover distance from tech HDMI cables (provided by K. Danse except 1 cable to cover distance from tech 
booth to front center
down stage needed if that distance is greater than 10 m)
Splitters HDMI (provided by K. Danse)
*6 electrical power supplies center front down stage

Tech booth
1 table for portable computer (ideally positioned at around 10 m from front center 1 table for portable computer (ideally positioned at around 10 m from front center 
down stage, discrete
on left or right down stage)
Electrical power supply

Technical contact
Fabien Le Prieult, + 33(0)6 23 96 28 65 - fabien.leprieult@gmail.com
Production
K. Danse, +33(0)6 K. Danse, +33(0)6 11 77 54 56, kdmatos@orange.fr

Tech sheet
 Myselves - K. Danse
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